WHAT IS CLAIMED IS: 

[cl] A cushion for protecting a vehicle occupant's head which is fixed at its upper 

portion to a portion near the corner between a ceiling and a side surface of a 
vehicle cabin and which is inflated downwardly along the side surface by gas, 
the protective cushion comprising: 

a cabin-side base fabric and a window-side base fabric sewn together along a 
seam; 

an outer shell fabric superposed on outer surfaces of the cabin-side base fabric 
and the window-side base fabric; and 

wherein the outer shell fabric is bonded to the base fabrics at the seam by 
adhesive. 

[c2] The cushion for protecting a vehicle occupant's head of claim 1 , wherein the 

seam where the cabin-side base fabric and the window-side base fabric are 
sewn together is located along the periphery of the base fabrics. 

[c3] The cushion for protecting a vehicle occupant's head of claim 1 , wherein the 

cabin-side base fabric and the window-side base fabric are bonded together by 
adhesive along the seam. 

[c4] The cushion for protecting a vehicle occupant's head of claim 1 , wherein the 

outer shell fabric comprises two separate pieces of fabric, one of the separate 
pieces of fabric being superposed on the outer surface of the cabin-side base 
fabric and the other of the separate pieces of fabric being superposed on the 
outer surface of the window-side base fabric. 

rJ 

[c5] A side airbag for protecting a vehicle passenger comprising: 

an inflatable cushion comprising a window side sheet and a passenger side 
sheet, wherein the sheets are sewn together along a seam; and 
a layer of fabric attached to an exterior surface of the passenger side sheet by 
adhesive, wherein the adhesive is located between the layer of fabric and the 
passenger side sheet along the seam. 

[c6] The side airbag of claim 5, wherein the shape of the fabric layer corresponds 

substantially to the shape of the passenger side sheet. 
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[c7] The side airbag of claim 5, wherein the seam is located along a periphery of the 

window side sheet and the passenger side sheet; and wherein the sheets are 
further connected by interior seams that divide a gas containing chamber 
located between the sheets. 

[c8] The side airbag of claim 7, wherein the fabric layer comprises cloth patches that 

cover the interior seams. 

[c9] A cushion for protecting the head of a vehicle passenger comprising: 

a window side sheet and an passenger side sheet, wherein the sheets are sewn 
together along a peripheral seam located along a periphery of the window side 
sheet and the passenger side sheet; and wherein the sheets are further 
connected by interior seams that divide a gas containing chamber located 
between the sheets; 

a layer of fabric attached to the exterior of the window side sheet and the 
passenger side sheet by adhesive, wherein the adhesive is located between the 
layer of fabric and the sheets along the peripheral seam; and wherein the shape 
of the fabric layer corresponds substantially to the shape of the sheets. 

[cl 0] The cushion of claim 9, further comprising a second adhesive connecting the 

layer of fabric to the sheets at the interior seams. 

[cl 1 ] The cushion of claim 9, wherein the layer of fabric comprises a first layer of 

fabric connected to the window-side sheet and a second layer of fabric 
connected to the passenger side sheet. 

[cl 2] A side airbag for protecting a vehicle passenger comprising: 

an inflatable cushion comprising a window side sheet and a passenger side 
sheet, wherein the sheets are sewn together along a seam; and- 
a layer of fabric attached to an exterior surface of the window side sheet by 
adhesive, wherein the adhesive is located between the layer of fabric and the 
window side sheet along the seam. 

[cl 3] The side airbag of claim 1 2, wherein the shape of the fabric layer corresponds 

substantially to the shape of the window side sheet. 
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[cl 4] The side airbag of claim 1 2, wherein the seam is located along a periphery of 

the window side sheet and the passenger side sheet; and wherein the sheets are 
further connected by interior seams that divide a gas containing chamber 
located between the sheets. 

[cl 5] The side airbag of claim 1 3, wherein the fabric layer comprises cloth patches 

that cover the interior seams. 
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